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The Environmental Protection Commission of Hillsborough County (EPC) has prepared this document to assist 
small quantity generators of hazardous waste (SQGs) comply with applicable state and federal rules.  This 
summary outlines regulatory requirements for SQGs, but it is not intended to be a complete reference to all 
applicable rules and regulations.  This summary is for guidance only and does not contain all hazardous waste, 
universal waste, and used oil management rules.  Note that many of the rules described are paraphrased.  For 
specific state rules regarding hazardous waste and the Codes of Federal Regulations (CFRs) incorporated 
therein, refer to 62-730, Florida Administrative Code (FAC).  For specific state universal waste requirements, 
refer to 62-737, FAC, and for specific state rules regarding used oil requirements, refer to 62-710, FAC.   
 
 
� Hazardous Waste Determinations (40 CFR 262.11):   

Hazardous waste determinations must be accurate and made at the point of generation, before dilution, 
mixing or other alteration occurs, and at any time in the course of management that the waste changes 
properties such that the RCRA classification of the waste changes. 
o For each solid waste generated, the generator must determine whether the waste is: excluded from 

regulation under 40 CFR 261.4 or characteristic / listed using generator knowledge or testing.  
Samples of the waste must be representative and prepared / analyzed in accordance with EPA’s 
Hazardous Waste Test Methods / SW-846.   

 
� Generator Category Determination (40 CFR 262.13 and 40 CFR 262.16(a)):   

A hazardous waste generator must determine its generator category based on the amount of hazardous 
waste generated each calendar month and include all hazardous waste generated at the site.  In a single 
calendar month, SQGs generate: 
o >100-kg (220-lb) but <1,000-kg (2,200-lbs) of non-acute hazardous waste;  
o AND ≤1-kg (2.2-lb) of acute hazardous waste,  
o AND ≤100-kg (220-lb) of residues from a cleanup of acute hazardous waste  

 
� EPA Identification Numbers and Re-Notification Requirements (40 CFR 262.18):  

SQGs must not treat, store, transport / offer for transport, or dispose of hazardous waste without having 
received an EPA ID number.  Moreover, SQGs must not offer hazardous waste to transporters or TSDFs 
without their own EPA ID numbers (40 CFR 262.18(a) and 40 CFR 262.18(c)). 
o SQGs are required to re-notify every four years.  The re-notification must be submitted by 

September 1st of each year the re-notification is required (40 CFR 262.18(d)(1)). 
 

� Episodic Generation (40 CFR 262.16(f)):   
SQGs experiencing an episodic event may accumulate hazardous waste in excess of SQG limits in 
accordance with 40 CFR 262 Subpart L in lieu of becoming a large quantity generator as long as all SQG 
conditions of Subpart L are met. 
o SQGs are limited to one episodic event per calendar year unless a petition for a second event is 

approved by the FDEP (40 CFR 262.232(b)(1)).  Notification on 8700-12FL is required: 
 Unplanned Events (e.g., spill) – within 72-hours after 
 Planned Events (e.g., cleanout) – at least 30 days prior 

 
 

https://www.flrules.org/gateway/ChapterHome.asp?Chapter=62-730
https://www.flrules.org/gateway/ChapterHome.asp?Chapter=62-737
https://www.flrules.org/gateway/ChapterHome.asp?Chapter=62-710
https://www.ecfr.gov/current/title-40/section-262.11
https://www.ecfr.gov/current/title-40/section-261.4
https://www.epa.gov/hw-sw846
https://www.ecfr.gov/current/title-40/section-262.13
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(a)
https://www.ecfr.gov/current/title-40/section-262.18
https://www.ecfr.gov/current/title-40/part-262#p-262.18(a)
https://www.ecfr.gov/current/title-40/part-262#p-262.18(c)
https://www.ecfr.gov/current/title-40/part-262#p-262.18(d)(1)
https://www.ecfr.gov/current/title-40/part-262#p-262.16(f)
https://www.ecfr.gov/current/title-40/part-262/subpart-L
https://www.ecfr.gov/current/title-40/part-262/subpart-L#p-262.232(b)
https://www.ecfr.gov/current/title-40/part-262/subpart-L#p-262.232(b)
https://www.ecfr.gov/current/title-40/part-262/subpart-L#p-262.232(b)(1)


Page 2 of 8 

� Maximum On-Site Accumulation Time (40 CFR 262.16(b)):   
SQGs may accumulate hazardous waste on site for NO MORE THAN 180 days.   
o SQGs that accumulate hazardous waste for >180 days are subject to permitting requirements for 

Treatment, Storage and Disposal Facilities (TSDFs) unless the SQG has been granted a 30-day 
extension from the Florida Department of Environmental Protection (FDEP) (40 CFR 262.16(d)).  
Florida has NOT adopted the 200 mile exception in 40 CFR 262.16(c). 
 

� Maximum On-Site Accumulation Volume (40 CFR 262.16(b)(1)):  
SQGs may accumulate NO MORE THAN 6,000-kg (13,200-lb) on site at any time (≈5 drums of typical HW 
solvent).  SQGs that accumulate >6,000-kg are subject to permitting requirements for TSDFs.  This 
includes all areas with hazardous waste at the facility, including storage and satellite containers. 

 
� Preparedness and Prevention – Emergency Coordinator:   

At all times, there must be at least one employee, either on the premises or on call, with the 
responsibility for coordinating all emergency response measures (40 CFR 262.16(b)(9)(i)). 
o This employee is the emergency coordinator.  All employees should know about the emergency 

coordinator and how to contact.  (Name:     ?) 
 
� Preparedness and Prevention – Emergency Information:   

Post the following information next to telephones or in areas directly involved in the generation and 
accumulation of hazardous waste (40 CFR 262.16(b)(9)(ii)): 
o Name and phone number of the emergency coordinator; 
o Location of fire extinguishers, spill control equipment, and fire alarms; and 
o Phone number of the fire department, unless the facility has a direct alarm. 

 
� Central Accumulation Area (CAA) Regulations (40 CFR 262.16(b)):   

SQGs may accumulate hazardous waste on-site in a central accumulation area(s) for <180 days in 
containers, tanks, drip pads, and containment buildings provided they comply with all applicable 
conditions for exemption.  (Note:  Requirements for tanks, drip pads, and containment buildings are near 
the end of this document on page 5.) 

 
� CAA Conditions for Permitting Exemption – CONTAINERS:   

o Containers storing hazardous waste must be in good condition.  If not, the waste must immediately 
be transferred to another container (40 CFR 262.16(b)(2)(i)). 

o Containers must be made of, or lined with, materials that will not react with, and are otherwise 
compatible with, the hazardous waste inside (40 CFR 262.16(b)(2)(ii)). 

o Containers storing hazardous waste must be closed except when adding, removing, or consolidating 
waste; or if temporary venting is needed. (40 CFR 262.16(b)(2)(iii)(A)). 

o Containers storing hazardous waste must be marked / labeled with the words “Hazardous Waste,” 
AND an indication of the hazards of the contents (i.e., ignitable, corrosive, reactive, toxic), AND the 
date on which storage began. (40 CFR 262.17(a)(5)(i)) 

o Containers of ignitable or reactive waste must be >15-m (50-ft) from the property line unless 
written approval is obtained from the Fire Marshall (40 CFR 262.17(a)(1)(vi)(A)).  

o Special conditions for incompatible hazardous wastes (40 CFR 262.17(a)(1)(vii)):  
 Do not place incompatibles in the same container or in an unwashed container that previously 

held an incompatible waste or material. 
 Separate or protect containers of incompatible waste or material by any practical means. 

o Inspect central accumulation areas at least weekly to look for leaking or deteriorating containers.  If 
issues are noted, they must be addressed (40 CFR 262.16(b)(2)(iv)). 

o Prior to shipping off-site, ensure containers are marked with all applicable EPA hazardous waste 
codes and in compliance with applicable DOT rules (40 CFR 262.32). 

https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(d)
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(c)
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)(1)
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)(9)(i)
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)(9)(ii)
https://www.ecfr.gov/current/title-40/part-262#p-262.16(b)
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)(2)
https://www.ecfr.gov/current/title-40/part-262/subpart-A#p-262.16(b)(2)(i)
https://www.ecfr.gov/current/title-40/part-262/subpart-A#p-262.16(b)(2)(ii)
https://www.ecfr.gov/current/title-40/part-262/subpart-A#p-262.16(b)(2)(iii)(A)
https://www.ecfr.gov/current/title-40/part-262/subpart-A#p-262.17(a)(5)(i)
https://www.ecfr.gov/current/title-40/part-262/subpart-A#p-262.17(a)(1)(vi)(A)
https://www.ecfr.gov/current/title-40/part-262/subpart-A#p-262.17(a)(1)(vii)
https://www.ecfr.gov/current/title-40/part-262/subpart-A#p-262.16(b)(2)(iv)
https://www.ecfr.gov/current/title-40/section-262.32
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� Satellite Accumulation Area (SAA) Regulations (40 CFR 262.15):  
SQGs may use a satellite accumulation area(s) to accumulate hazardous waste in containers for more 
than 180 days provided certain container management and other conditions are met.  The SAA must 
meet the following basic requirements (40 CFR 262.15(a)): 
o The total volume of non-acute hazardous waste may not exceed 55-gallons.  Acute hazardous waste 

is limited to 1-qt for liquids and 1-kg for solids.   
o SAA containers must be located at/near the point of generation where wastes initially accumulate 

AND under the control of the operator of the process generating the waste. 
o If hazardous waste in the SAA exceeds the allowable amounts (i.e., >55-gallon or 1-qt/1-kg):  

 the satellite container(s) holding the excess hazardous waste must be marked with the date 
the excess amount began accumulating (40 CFR 262.15(a)(6)(iii)). 

 the excess amount must be removed from the SAA for proper on-site storage, etc., or shipped 
to a TSDF within 3 consecutive calendar days (40 CFR 262.15(a)(6)(ii)). 

 
� SAA Container Conditions  

o Satellite containers must be in good condition and free of leaks.  If not, the waste must immediately 
be transferred to another container (40 CFR 262.15(a)(1)). 

o Satellite Containers must be made of or lined with materials that will not react with, and are 
otherwise compatible with, the hazardous waste inside (40 CFR 262.15(a)(2)). 

o Satellite containers must be closed at all times except when adding, removing, or consolidating 
waste; or when temporary venting is necessary (40 CFR 262.15(a)(4)). 

o Satellite containers must be marked with the words “Hazardous Waste” AND an indication of the 
hazards of the contents (e.g., ignitable, corrosive, reactive, toxic) (40 CFR 262.15(a)(5)). 

o Special conditions for incompatible wastes: 
 Incompatible wastes must not be placed in the same container or in an unwashed container 

that previously held an incompatible waste or material. (40 CFR 262.15(a)(3)(i) and (ii)).   
 Containers of incompatible wastes/materials must be separated or protected by any practical 

means (40 CFR 262.15(a)(3)(iii)). 
 
� Preparedness and Prevention – Required Aisle Space: 

Aisle space must be maintained throughout the facility to allow:   
o unobstructed movement of emergency personnel, fire protection equipment, spill control 

equipment, and decontamination equipment to any area of facility operation (40 CFR 
262.16(b)(8)(v)) 

o adequate aisle space between containers of hazardous waste in CAAs to allow for required 
inspections of the condition and labels of the individual containers (62-730.160(4)), FAC) 

 
� Preparedness and Prevention – Maintenance and Operation of Facility:   

The facility must be maintained/operated to minimize the possibility of a fire/explosion or any unplanned 
sudden or non-sudden release of hazardous waste or hazardous waste constituents (40 CFR 
262.16(b)(8)(i)). 

 
� Preparedness and Prevention – Training:   

All employees must be thoroughly familiar with proper waste handling and emergency procedures 
relevant to their responsibilities during normal facility operations and emergencies  (40 CFR 
262.16(b)(9)(iii)). 

 
 
 
 
 

https://www.ecfr.gov/current/title-40/section-262.15
https://www.ecfr.gov/current/title-40/part-262/section-262.15#p-262.15(a)
https://www.ecfr.gov/current/title-40/part-262/section-262.15#p-262.15(a)(6)(iii)
https://www.ecfr.gov/current/title-40/part-262/section-262.15#p-262.15(a)(6)(ii)
https://www.ecfr.gov/current/title-40/part-262/section-262.15#p-262.15(a)(1)
https://www.ecfr.gov/current/title-40/part-262/section-262.15#p-262.15(a)(2)
https://www.ecfr.gov/current/title-40/part-262/section-262.15#p-262.15(a)(4)
https://www.ecfr.gov/current/title-40/part-262/section-262.15#p-262.15(a)(5)
https://www.ecfr.gov/current/title-40/part-262/section-262.15#p-262.15(a)(3)(i)
https://www.ecfr.gov/current/title-40/part-262/section-262.15#p-262.15(a)(3)(ii)
https://www.ecfr.gov/current/title-40/part-262/section-262.15#p-262.15(a)(3)(iii)
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)(8)(v)
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)(8)(v)
https://www.flrules.org/gateway/RuleNo.asp?title=HAZARDOUS%20WASTE&ID=62-730.160
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)(8)(i)
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)(8)(i)
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)(9)(iii)
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)(9)(iii)
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� Preparedness and Prevention – Required Equipment:  
Unless none of the hazards posed by waste handled at the facility requires it, or the equipment cannot 
be used for safety reasons, the following must be maintained at the facility: 
o internal communications or alarm system (voice or signal) with direct or unimpeded access by all 

personnel involved in handling waste. (40 CFR 262.16(b)(8)(ii)(A) and (iv)(A))  
o telephone, hand-held radio, or other device that is immediately available at the scene of operations 

and capable of summoning outside emergency assistance, such as local police and fire 
departments, etc. (40 CFR 262.16(b)(8)(ii)(B)) 
 When there is just one employee on the premises during facility operations, the employee 

must have direct or unimpeded access to the device (40 CFR 262.16(b)(8)(iv)(B)) 
o fire control, spill control, and decontamination equipment (40 CFR 262.16(b)(8)(ii)(C)) 
o adequate water volume and pressure to supply fire hoses, automatic sprinklers, or water spray 

systems (40 CFR 262.16(b)(8)(ii)(D)) 
 
� Preparedness and Prevention – Testing and Maintenance of Equipment: 

All facility communications or alarm systems, fire protection equipment, spill control equipment and 
decontamination equipment must be tested and maintained to assure proper operation in the event of 
an emergency (40 CFR 262.16(b)(8)(iii)).   
 

� Preparedness and Prevention Requirements – Emergency Response:   
The emergency coordinator or his designee must respond to any emergencies that may arise as follows 
(40 CFR 262.16(b)(9)(iv)): 
o if there is a fire, call fire department or attempt to extinguish it using a fire extinguisher 
o if there is a spill, contain the flow of hazardous waste and clean up hazardous waste and 

contaminated soils or materials  
o immediately notify the National Response Center (NRC) at 800-424-8802 if fire, explosion, or other 

release threatens human health outside the facility, or a if spill has reached surface water, and 
report the information required by 40 CFR 262.16(b)(9)(iv)(C). 

 
� Recordkeeping – CAA /Containers – Three Years 

o Weekly Inspection Records:  Documentation of required weekly inspections (40 CFR 
262.16(b)(2)(iv)), must include at least the following information (62-730.160(3), FAC): 
 the date and time of the inspection,  
 the legibly printed name of the inspector,  
 the number of containers (all sizes),  
 the condition of the containers,  
 a notation of the observations made, and  
 the date and nature of repairs or other remedial actions. 

o Approval for D001 and / or D003 Wastes <15-m of Property Line – no limit:  The Fire Marshall’s 
written approval allowing HW storage within this restricted area must be maintained as long as 
D001/D003 waste is accumulated in this area. (40 CFR 262.17(a)(1)(vi)(A)) 

 
� Recordkeeping  - Waste Determinations: 

o Documentation of waste determinations must remain on-site for at least 3 years from the date that 
the waste was last sent to on-site or off-site treatment, storage, or disposal. (40 CFR 262.11(f)) 

o Claims that waste is conditionally exempt from regulation or not a solid waste must be documented 
(40 CFR 261.2(f)) and 62-730.030(3), FAC). 

 
 
 
 

https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)(8)(ii)(A)
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)(8)(iv)(A)
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)(8)(ii)(B)
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)(8)(iv)(B)
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)(8)(ii)(C)
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)(8)(ii)(D)
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)(8)(iii)
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)(9)(iv)
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)(9)(iv)(C)
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)(2)(iv)
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)(2)(iv)
https://www.flrules.org/gateway/RuleNo.asp?title=HAZARDOUS%20WASTE&ID=62-730.160
https://www.ecfr.gov/current/title-40/part-262/subpart-A#p-262.17(a)(1)(vi)(A)
https://www.ecfr.gov/current/title-40/part-262/subpart-A#p-262.11(f)
https://www.ecfr.gov/current/title-40/part-261#p-261.2(f)
https://www.flrules.org/gateway/RuleNo.asp?title=HAZARDOUS%20WASTE&ID=62-730.030
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� Recordkeeping - Manifest and LDR Requirements:   
o SQGs must use a properly prepared manifest (EPA Form 8700-22) when offering hazardous waste 

for transportation for off-site treatment, storage, or disposal. 
o The generator must sign the manifest certification by hand and obtain the handwritten signature of 

the initial transporter and date of acceptance on the manifest (40 CFR 262.23).  The generator must 
retain one copy and keep it until the returned copy is received from the TSDF.  The copy returned 
by the TSDF must be kept on-site for at least three years (40 CFR 262.40(a)).  
 SQGs must submit a one-time written Land Disposal Restriction (LDR) notice with the initial 

shipment of hazardous waste to the TSDF and keep a copy on site.  (40 CFR 268.7(a)(2)). 
o SQGs that do not receive a copy of the manifest with the handwritten signature of the owner or 

operator of the TSDF within 60 days of shipment must submit (to the FDEP) a legible copy of the 
manifest, with some indication that the generator has not received confirmation of delivery (40 CFR 
262.42(b)). 

 
Recordkeeping – Preparedness and Prevention 
� Arrangements with Local Authorities: 

o SQGs must maintain records documenting the arrangements with the local authorities, including 
the fire department, and any other organization necessary to respond to an emergency.  
Arrangements must include (40 CFR 262.16(b)(8)(vi)): 
 layout of the facility, including places where personnel would normally be working  
 description of the types / quantities  / properties / hazards of hazardous waste handled at the 

facility AND usual location(s) 
 entrances to roads inside the facility and possible evacuation route(s) 
 possible injuries / illnesses that could result from fires / explosions / releases 

o On-site documentation must include either a confirmation that the required arrangements actively 
exist or that attempts were made to make such arrangements. 

o SQGs with 24-hr response capabilities must keep a copy of the Fire Marshall’s written waiver if 
arrangements with the local fire department, etc., were waived. 

 
� CAA Conditions for Permitting Exemption - TANKS:   

o Do not place hazardous wastes or treatment reagents in a tank if they could cause damage to the 
tank or its inner liner (40 CFR 262.16(b)(3)(ii)(B)). 

o Operate uncovered tanks to ensure at least 60-cm (2-ft) of freeboard, unless equipped with a 
containment / drainage control / diversion system with a capacity of at least the volume of the top 
60-cm (2-ft) of the tank (40 CFR 262.16(b)(3)(ii)(C)). 

o Continuously fed tanks must be equipped with a means to stop the inflow of hazardous waste, for 
example a waste feed cutoff system or by-pass system (40 CFR 262.16(b)(3)(ii)(D)). 

o Mark/label tanks storing hazardous waste with the words “Hazardous Waste,” AND an indication of 
the hazards of the contents (i.e., ignitable, corrosive, reactive, toxic) (40 CFR 262.16(b)(6)(ii)(A) and 
(B)). 

o Operate tanks so that the treatment/accumulation of ignitable or reactive waste, or the 
mixing/commingling of incompatible wastes/materials does not react violently, cause damage to 
the tank/facility/human health/the environment, etc. (40 CFR 262.16(b)(3)(ii)(A) and 40 CFR 
265.17(b)).  

o Do NOT place ignitable or reactive waste in a tank, unless (40 CFR 262.16(b)(3)(vii)): 
 the waste is treated, mixed before or immediately after placing in the tank AND the resulting 

material no longer meets the definition of ignitable or reactive waste 
 the waste is accumulated or treated in such a way that it cannot ignite or react 
 the tank is used solely for emergencies 

o Covered tanks storing ignitable or reactive waste must comply with the buffer zone requirements 
for tanks contained in NFPA 30 (40 CFR 262.16(b)(3)(vii)(B)). 

https://www.epa.gov/hwgenerators/uniform-hazardous-waste-manifest-instructions-sample-form-and-continuation-sheet
https://www.ecfr.gov/current/title-40/section-262.23
https://www.ecfr.gov/current/title-40/part-262#p-262.40(a)
https://www.ecfr.gov/current/title-40/part-268/section-268.7#p-268.7(a)(2)
https://www.ecfr.gov/current/title-40/part-262#p-262.42(b)
https://www.ecfr.gov/current/title-40/part-262#p-262.42(b)
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)(8)(vi)
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)(3)
https://www.ecfr.gov/current/title-40/part-262#p-262.16(b)(3)(ii)(B)
https://www.ecfr.gov/current/title-40/part-262#p-262.16(b)(3)(ii)(C)
https://www.ecfr.gov/current/title-40/part-262#p-262.16(b)(3)(ii)(D)
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)(6)(ii)(A)
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)(6)(ii)(B)
https://www.ecfr.gov/current/title-40/part-262#p-262.16(b)(3)(ii)(A)
https://www.ecfr.gov/current/title-40/part-265/section-265.17#p-265.17(b)
https://www.ecfr.gov/current/title-40/part-265/section-265.17#p-265.17(b)
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)(3)(vii)
https://www.ecfr.gov/current/title-40/part-262#p-262.16(b)(3)(vii)(B)
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o Inspect the following tank system components, if present (40 CFR 262.16(b)(3)(iii)):  
 discharge control equipment at least once each operating day* to ensure it works 
 data gathered from monitoring equipment at least once each operating day* to ensure the 

tank is being operated as designed 
 the level of waste in the tank at least once each operating day* to ensure there is adequate 

freeboard  
 the tank at least weekly* to detect corrosion or leaking of fixtures or seams 
 the confinement structures and surrounding areas at least weekly* to detect erosion, signs of 

leakage, etc.  Remedy identified issues in an appropriate time frame. 
*at least weekly for tank systems with FULL containment AND adequate leak detection 
(alternate inspection schedule) (40 CFR 262.16(b)(3)(iv)) 

 
� Recordkeeping – CAA /Tanks – Life of System 

Inspection Records:  Tank system components are subject to different inspection schedules.  There 
should be inspection logs: 
o each operating day*: 

 noting the condition / working order of discharge control equipment  
 noting that data gathered from monitoring equipment that shows whether the system is 

operating as designed 
 noting the level of waste in the tank and the available freeboard 
 *Use of the alternate inspection schedule must be documented in the generator’s operating 

record and must include a description of the established workplace practices (40 CFR 
262.16(b)(3)(iv)). 

o each week: 
 documenting the condition of the exterior of the tank  
 documenting the condition of confinement structures and surrounding areas 

o as needed: documentation of corrective actions taken in response to deficiencies noted in any of 
the required inspections.  The corrective actions should be documented alongside the noted issue. 

 
Accumulation Limit Records:  SQGs must be able to demonstrate that hazardous waste is on-site for 
<180 days.  The following logs or records must be on site and available for inspection (40 CFR 
262.16(b)(6)(ii)(C) and (D)): 
o inventory logs, monitoring data, or other records can be used for batch process tanks to show 

waste is removed from the tank within time frames 
o data showing estimated volumes of hazardous waste entering the tank daily exit the tank within 

180 days can be used for tank with a continuous flow process 
 
� CAA Conditions for Permitting Exemption – DRIP PADS: 

o Comply with 40 CFR Part 265, Subpart W – Drip Pads, except for § 265.445(c). (40 CFR 
262.16(b)(4)(i)) 

o Remove all wastes from the drip pad at least once every 90 days.  Upon removal from the drip pad, 
the wastes are subject to all other SQG requirements, including accumulation time limits, container 
management requirements, etc. (40 CFR 262.16(b)(4)(ii)). 

 
� Recordkeeping – CAA /Drip Pads – Life of System 

Drip pad operators must be able to demonstrate that hazardous waste is removed from the drip pad 
within 90 days and must comply with 40 CFR 265 Subpart W.  The following records must be kept: 
o Written description of procedures that are followed to ensure that all wastes are removed from the 

drip pad and associated collection system at least once every 90 days  
o Documentation of each waste removal, including the quantity of waste removed from the drip pad 

AND the sump or collection system and the date and time of removal. 

https://www.ecfr.gov/current/title-40/part-262#p-262.16(b)(3)(iii)
https://www.ecfr.gov/current/title-40/part-262#p-262.16(b)(3)(iv)
https://www.ecfr.gov/current/title-40/part-262#p-262.16(b)(3)(iv)
https://www.ecfr.gov/current/title-40/part-262#p-262.16(b)(3)(iv)
https://www.ecfr.gov/current/title-40/part-262#p-262.16(b)(6)(ii)(C)
https://www.ecfr.gov/current/title-40/part-262#p-262.16(b)(6)(ii)(C)
https://www.ecfr.gov/current/title-40/part-262#p-262.16(b)(6)(ii)(D)
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)(4)
https://www.ecfr.gov/current/title-40/part-265/subpart-W
https://www.ecfr.gov/current/title-40/part-262#p-262.16(b)(4)(i)
https://www.ecfr.gov/current/title-40/part-262#p-262.16(b)(4)(i)
https://www.ecfr.gov/current/title-40/part-262#p-262.16(b)(4)(ii)
https://www.ecfr.gov/current/title-40/part-265/subpart-W
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o Records required under Subpart W, including contingency plan, system inspection logs, engineering 
certifications, etc.  Refer to Subpart W. 

 
� CAA Conditions for Permitting Exemption – CONTAINMENT BUILDINGS: 

o Comply with 40 CFR Part 265, Subpart DD – Containment Buildings (40 CFR 262.16(b)(5)). 
o Label containment buildings with the words “Hazardous Waste” AND an indication of hazard of the 

contents (e.g., ignitable, corrosive, reactive, toxic) in a conspicuous place that is easily visible to 
employees/visitors/responders/other on-site persons (40 CFR 262.16(b)(5)). 

 
� Recordkeeping – CAA /Containment Buildings – Life of System 

SQGs using a containment building to store / accumulate waste must maintain the following records on 
site and available for inspection: 
o Professional Engineer certification of compliance with 40 CFR 265.1101. This certification must be 

in the generator’s files prior to operation of the unit. 
o A written description of procedures to ensure that each waste remains in the unit for <90 days, 

including a description of the management practices ensuring consistent compliance, AND logs 
documenting compliance with the written procedures  

o Documentation that the unit is emptied at least once every 90 days. 
 
OTHER RCRA REQUIREMENTS 
� Used Oil (40 CFR 279 and 62-710, FAC):   

Used oil generated at a site that is destined to be recycled, may be managed under 40 CFR 279 Subpart C 
– Standards for Used Oil Generators, and there are additional state requirements in 62-710.401(6), FAC).  
The basic requirements for used oil generators include: 
o containers / tanks must be in good condition and not leaking  
o containers / tanks must be covered or otherwise protected from the weather.  
o containers / tanks must be provided with secondary containment ≥ 110% of the volume of the 

largest unit inside or else be double walled 
o containers / tanks must be labeled with the words “Used Oil.  Note that waste oil is not the same as 

used oil.  Used oil is destined for recycling.  Waste oil is destined for disposal or does not meet the 
definition of used oil: 
 “Used oil” means any oil which has been refined from crude oil or synthetic oil and, as a result 

of use, storage, or handling, has become contaminated and unsuitable for its original purpose 
due to the presence of physical or chemical impurities or loss of original properties (403.75(7), 
FS). 

o Upon detection of a release of used oil to the environment, the following steps must be taken: 
 Stop the release;  
 Contain the released used oil;  
 Clean up and manage properly the released used oil and other materials; and  
 If necessary, repair or replace any leaking used oil storage containers or tanks prior to 

returning them to service. 
o Used oil must be transported off-site by a used oil transporter with an EPA ID number. (40 CFR 

279.24) unless self-transporting: 
o You can self-transported provided (40 CFR 279.24 and 62-710.600(1), FAC): 

 containers are secured and in a totally enclosed section of a vehicle that is owned by the 
generator or the generator’s employee 

 no more than 55-gallons of used oil is transported at a time AND no more than 500-gallons is 
transported annually 

 the used oil is taken to a registered or permitted used oil collection center or to an aggregation 
point owned or operated by the generator  

 

https://www.ecfr.gov/current/title-40/part-265/subpart-W
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)(5)
https://www.ecfr.gov/current/title-40/part-265/subpart-DD
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)(5)
https://www.ecfr.gov/current/title-40/part-262/section-262.16#p-262.16(b)(5)
https://www.ecfr.gov/current/title-40/section-265.1101
https://www.ecfr.gov/current/title-40/part-279
https://www.flrules.org/gateway/ChapterHome.asp?Chapter=62-710
https://www.ecfr.gov/current/title-40/part-279/subpart-C
https://www.flrules.org/gateway/RuleNo.asp?title=USED%20OIL%20MANAGEMENT&ID=62-710.401
https://www.flsenate.gov/Laws/Statutes/2024/0403.75
https://www.flsenate.gov/Laws/Statutes/2024/0403.75
https://www.ecfr.gov/current/title-40/section-279.24
https://www.ecfr.gov/current/title-40/section-279.24
https://www.ecfr.gov/cgi-bin/text-idx?SID=90973e194570d7af8ab91a49e394dba2&mc=true&node=sp40.29.279.c&rgn=div6#se40.29.279_124
https://www.flrules.org/gateway/RuleNo.asp?title=USED%20OIL%20MANAGEMENT&ID=62-710.600
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� Universal Waste (40 CFR 273 and 62-737, FAC):  
Hazardous waste batteries, pesticides, waste mercury-containing equipment, waste lamps, and waste 
aerosol cans can be managed as universal wastes.  (Note that 62-737, FAC applies only to lamps and 
other mercury-containing devices.)  The universal waste rules do not apply to waste batteries, waste 
pesticides, waste mercury-containing equipment, waste lamps, and waste aerosol cans that are NOT 
hazardous waste.  Most universal waste handlers accumulate less than 5,000-kg (11,000-lbs) of universal 
waste on site at any time and are subject to the following requirements for Small Quantity Handlers: 

o Manage universal waste in a way that prevents releases and accumulated in containers that are 
kept closed, structurally sound, adequate to prevent breakage and compatible with the contents 
of the container (40 CFR 273.13). 

o Label containers of universal waste as follows depending on the contents (40 CFR 273.14): 
 “Universal Waste Batteries,” “Waste Batteries,” or “Used Batteries” 
 “Universal Waste Pesticide(s)” or “Waste Pesticide(s)”  
 “Universal Waste Mercury Containing Equipment/Thermostat” or “Waste Mercury 

Containing Equipment/Thermostat” or “Used Mercury Containing Equipment 
/Thermostat” 

 “Universal Waste Lamps,” Waste Lamps,” or “Used Lamps” 
 “Universal Waste - Aerosol Can(s),” “Waste Aerosol Can(s),” or “Used Aerosol Can(s)” 

o Mark containers with the start date (or document another way, such as recycling records) to 
demonstrate time on site is ≤1-year (40 CFR 273.15). 
 >1-year is allowable if it is solely for the purpose of accumulating enough to facilitate 

shipping for recycling. 
o Train all applicable employees in proper handling and emergency response procedures 

appropriate to the type(s) of universal waste handled at the facility (40 CFR 273.16 and 62-
737.400(4), FAC).  

o Respond to releases of universal waste immediately 
 Any debris or other materials generated must have a waste determination performed to 

determine if the material is a hazardous waste.  (40 CFR 273.17) 
 Broken universal waste lamps may still be managed as universal waste under the state 

rule, although the associated cleanup debris would need to be analyzed to determine if 
it is characteristically toxic. 

o Crush universal waste lamps ONLY under the following conditions (62-737.400(6)(b), FAC):  
 The lamps are crushed by the person who generated them 
 The crushing equipment must be used at the site of generation 
 The crushing is done in a final accumulation container;  
 The lamps are crushed in a controlled manner that prevents the release of mercury 

vapor or other contaminants;  
 The crushing operations and maintenance of the unit are performed in accordance with 

written procedures developed by the manufacturer of the equipment including specific 
instructions for the frequency of filter changes; and  

• The employees using this equipment are thoroughly familiar with these written 
procedures and emergency procedures should equipment malfunction occur. 

  
 
 
 
 

For questions about this fact sheet, or for general compliance inquiries, call  
the EPC’s Small Quantity Generator Program at (813) 627-2600, or email SQG@epchc.org. 

https://www.ecfr.gov/current/title-40/part-273
https://www.flrules.org/gateway/ChapterHome.asp?Chapter=62-737
https://www.flrules.org/gateway/readFile.asp?sid=0&tid=0&cno=62-737&caid=1228134&type=4&file=62-737.doc
https://www.ecfr.gov/current/title-40/section-273.13
https://www.ecfr.gov/current/title-40/section-273.14
https://www.ecfr.gov/current/title-40/section-273.15
https://www.ecfr.gov/current/title-40/section-273.16
https://www.flrules.org/gateway/RuleNo.asp?title=THE%20MANAGEMENT%20OF%20SPENT%20MERCURY-CONTAINING%20LAMPS%20AND%20DEVICES%20DESTINED%20FOR%20RECYCLING&ID=62-737.400
https://www.flrules.org/gateway/RuleNo.asp?title=THE%20MANAGEMENT%20OF%20SPENT%20MERCURY-CONTAINING%20LAMPS%20AND%20DEVICES%20DESTINED%20FOR%20RECYCLING&ID=62-737.400
https://www.ecfr.gov/current/title-40/section-273.17
https://www.flrules.org/gateway/RuleNo.asp?title=THE%20MANAGEMENT%20OF%20SPENT%20MERCURY-CONTAINING%20LAMPS%20AND%20DEVICES%20DESTINED%20FOR%20RECYCLING&ID=62-737.400
mailto:SQG@epchc.org
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